TECHNICAL RIDER

STAGE
The ORGANIZER shall provide 2 towels and 4 personal bottles of water on stage.

LINE CHECK

The BAND requires a 20 to 30 min line check as well as a visual check. Stage set-up pursuant to
the below indications shall be ready before the arrival of the BAND.

If necessary, the BAND can perform, a silent line-check during the event. In this case, the visual
check (including color check) will be under the responsibility of the ORGANIZER.

TECHNICAL REQUIREMENTS:
The ORGANIZER agrees to meet the technical specifications listed below.
No changes can be made without prior the artist report; suggestions are welcome. If necessary,

any change must be approved in two days before the presentation of the artist.

AUDIO Requirements:

- MIXER: PIONEER DMJ-900 NXS2: Please note that any other model besides the NX2 does not work)
- MICROPHONE: One professional microphone connected to the mixer

- MONITORING: 2 Monitor with their stands, one each side of the cabin.

VIDEO Requirements:

- LED SCREEN OR VIDEO PROYECTOR: (5000 lumens minimum or LED Screen)
- SCREEN: Installed behind the cabin in widescreen format (16/9)

- WIRING: HDMI or VGA to the table on stage.

Free space for Video Equipment
(HDMI or VCA cable conection here)

Free space for Audio Equipment

LED screen or Video screen in a 16 /9 aspect ratio.



